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IPPC-24
PANEL PC

SPECIFICATIONS

PANEL

LCD Size
23.6 inch

Resolution
1920 x 1080 IPS

Brightness
250 cd/m2

Contrast Ratio
1000:1

Viewing Angle
Horizontal 160° /
Vertical 160°

Touch type
Projected Capacitive
(5 Points)
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SYSTEM

CPU
Intel Braswell N3160
Quad Core

Chipset
Intel HD Graphics

System Memory

DDR3L 1600, 4GB
Standard , Maximum 8G
(SO-DIMM x2)

Storage Socket 1
M.2 SSD x1 (64G ~ 128G)

Storage Socket 2
2,5” SATA lll HDD/SSD

OS Support
Windows 8, 10 Linux

INTEGRATED (PANEL) PC DISPLAYS

Commercial & Industrial Grade (X86) Panel PC. Sizes
from 10 inch up to 32 inch. Open Frame, Plastic and
Metal Housing. Various options including Power over
Ethernet.

FEATURES

+ Professional Metal Housing

+ Slim design

+ True Flat Projected Capacitive Multi-Touch

+ Rich I/O ports provide excellent peripheral connectivity
+ Passive Cooling (fanless)

PHYSICAL OTHER

Housing Serial Port

Metal RJ-45 with 5V/12V x2
Color (By SW Switch)

Black Network

Weight ?1002&1 1|eb/g/n SiP wireless
75009 Y

Dimension use

USB3.0 x2, USB2.0 x6,

558.9x346.4x43.5mm | . " SE2 0 xd

Mounting
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Operating Temp. gombko JACK X1, SPDIF x1
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(-4°F ~ 140°F) HDMI 1x (TYPE-C)
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